Iinnovation in irrigafion™

WiNELSON 150 SERIES BIG GUN® PERFORMANCE — METRIC

150 TAPER BORE NOZZLE 150T

150T - Specify size when ordering

Flow Path
17,8mm 20,3mm 22,9mm 25,4mm 27,9mm 30,5mm 33,0mm
9317-070 9317-080 9317-090 9317-100 9317-110 9317-120 9317-130

kg/em?| L/S M/H M /s M/H M /s M/H M /s M/H M /s MY/H M /s M/H M /s M/H M
3,5 639 230 76,0829 298 820|105 37,8 880 | 130 469 950/ 159 57,1 101|190 683 105|223 80,1 110
4,0 683 24,6 79,6 886 319 856 | 11,2 404 916|139 50,1 978|169 61,0 104|203 730 109 | 238 857 114
5,0 7,63 27,5 854|991 357 91,6 12,6 452 98,6 | 156 56,0 105 | 18,9 68,2 111 | 22,7 81,7 117 | 26,6 958 121
60 |836 30,1 897|109 39,1 96,7| 138 495 104|170 61,3 110|208 74,7 117|249 895 123 | 29,1 105 128
70 | 903 325 950 11,7 42,2 101 | 149 53,5 108 | 18,4 66,3 114 |22,4 80,7 122 | 268 96,6 128 | 31,5 113 134
8,0 | 966 348 993|125 451 105|159 572 112 19,7 70,8 118 | 240 863 126 | 28,7 103 132 | 33,7 121 138
9.0 10,2 36,9 104 | 13,3 479 110 | 16,8 60,6 117 | 20,9 751 123|254 91,5 131|304 110 137 | 357 129 143

150 TAPER RING NOZZLE 150TR COMPONENTS:
Body Taper Ring Cap
150TR = Body + Cap + 1 Taper Ring #9773 #9238-222 #6286
Specify size when ordering
. Flow Path :
/
22mm 24mm 26mm 28mm 30mm 32mm 34mm
9238-022 9238-024 9238-026 9238-028 9238-030 9238-032 9238-034
kg/cm? M3/H M M3/H M M3/H M M3/H M M3/H M M3/H M M3/H M
3,5 31,2 83 37,9 88 45,2 93 53,8 98 63,3 102 73,7 107 85,3 110
4,0 33,4 86 40,4 91 48,3 96 57,5 101 67,9 107 78,9 111 91,3 115
4,5 35,3 90 42,9 95 51,1 99 61,0 105 71,9 110 83,7 115 96,8 118
5,0 37,1 92 45,2 98 53,9 103 64,4 108 75,8 113 88,2 118 102,0 122
55 38,9 95 47,4 101 56,6 106 67,6 111 79,5 17 92,5 122 107,0 125
6,0 40,8 97 49,6 103 59,1 108 70,6 114 83,0 120 96,7 125 112,0 129
6,5 42,5 99 51,5 106 61,6 110 73,5 117 86,4 122 101,0 128 116,0 131
7,0 44,1 101 53,4 108 64,0 113 76,2 119 89,6 125 104,0 130 121,0 134
7,5 45,6 104 55,4 110 66,1 115 78,9 121 92,8 127 108,0 132 125,0 136
8,0 47,1 106 57,1 112 68,3 117 81,4 124 95,8 129 112,0 135 129,0 139
150 RING NOZZLE 150R oM NI
Body Ring Cap
150R = Body + Cap + Set of 7 Rings #9773 #06287-222 #6286
Specify size when ordering
:\.
. Flow Path
:/J
21,8 mm 24,6 mm 27,4 mm 30,0 mm 32,0 mm 34,0 mm 35,8 mm
6287-086 6287-097 6287-108 6287-118 6287-126 6287-134 6287-141

kg/em?| L/S MY/H M /s MYH M /s M/H M /s M/H M /s MY/H M /s M/H M /s M/H M
35 639 230 760|829 298 820|105 37,8 880 | 130 469 950 159 571 101 | 19,0 683 105 | 22,3 80,1 110
40 | 683 246 796|886 319 856|112 404 91,6 | 139 50,1 978|169 610 104 | 203 730 109 | 23,8 857 114
5,0 7,63 27,5 854|991 357 91,6 | 12,6 452 98,6 | 156 560 105 | 18,9 682 111 22,7 81,7 117 | 26,6 958 121
60 |836 301 897|109 391 967|138 495 104|170 613 110|208 74,7 117|249 895 123 | 29,1 105 128
70 | 903 32,5 950 (11,7 422 101 | 149 535 108 | 18,4 66,3 114 | 22,4 80,7 122 | 268 96,6 128 | 31,5 113 134
80 | 9,66 348 993|125 451 105|159 572 112 19,7 708 118 | 240 863 126 | 28,7 103 132 | 33,7 121 138
9,0 10,2 369 104 | 13,3 479 110 | 168 60,6 117 (209 751 123|254 91,5 131 (30,4 110 137 | 357 129 143

Diameters are based on 24° trajectory. Big Gun® performance data has been obtained under ideal test conditions and may be adversely affected by wind, poor hydraulic entrance conditions or other factors. Nelson Irrigation Corporation
makes no representation regarding droplet condtion, uniformity, or application rates.

Nelson Irrigation Corporation 848 Airport Rd. Walla Walla, WA 99362 USA Tel: 509.525.7660 Fax: 509.525.7907 E-mail: nelson@nelsonirr.com Web site: www.nelsonirrigation.com




